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MULTI-PORT EMITTERS
MULTIPLE POINTS FOR GROUP PLANTINGS

Hunter pressure compensating Multi-Port Emitters (MPE's) 

have 6 ports per emitter and are designed for irrigating groups 

of plants from one source. Hunter MPE's have the same color 

coding as the single-port emitters in flows of 2.0, 4.0, 8.0, and 

15.0 l/hr. A gray Multi-Port manifold is also available, providing 

6 ports of unhindered flow. Vinyl plugs are provided to cover any 

unused ports. The inlet port is ½" FPT and the emitters may be 

used with any commercial drip system.

•	 Unused ports may be closed using vinyl emitter caps

•	 Pressure-compensating

•	 Perfect for mixed plantings or series of shrubs

•	 Flows are color-coded to match other Hunter emitters

•	 ½" FPT

•	 Commercial-grade for all PVC systems

MULTI-PORT	 APPLICATION
● 2.0, ● 4.0, ● 8.0, ● 15.0 l/hr

PRODUCT SPECIFICATIONS

Flow 2.0, 4.0, 8.0, 15.0 l/hr

Working Pressure 0.4 to 4.5 bar; 40 to 450 kPa

Minimum Filtration 150 mesh; 100 micron

Warranty 2 years

VINYL PLUGS




